THE INFLUENCE OF THE FOAMING AGENTS ON THE POROSITY OF THE
PM HYDROXYAPATITE-BASED BIOCOMPOSITES
PROCESSED BY TWO STEP SINTERING

C. Teisanu¹, C. Ristoscu², G. Sima¹, I.G. Bucse¹, B.A. Olei¹, O. Gingu¹

¹University of Craiova, Automotive, Transport and Industrial Engineering Department, 107 Calea Bucuresti, 200512, Craiova, Romania, e-mail: cteisanu@yahoo.com
²Laser Department, National Institute for Laser, Plasma and Radiation Physics, PO Box MG-36, RO-77125, Magurele, Ilfov, ROMANIA

Keywords: biocomposites, two steps sintering, foaming agents, porosity

Abstract: Porous hydroxyapatite (HAp)-based biocomposites have been widely used in biomedical applications as artificial bone substitute making it an ideal candidate for cranial and vertebrae grafts [1, 2]. The trabecular or spongy bone tissue is an open-cell porous network having 40-90% porosity, while the cortical bone referring to the hard outer layer gives 3-12% porosity. Many techniques have been used to produce porous HAp bioceramics including polymeric sponge method, ceramic foaming, slip casting, gel-casting of foams and two step sintering. In this paper porous HAp-based bioceramics were obtained using the last technique. Two foaming agents, titanium hydride and calcium carbonate, are used to create cellular structure by liberation of gases as products of the thermal decomposition of the foaming material [3]. The aim of this study is to perform an analysis of the effect of the calcium carbonate in comparison with the conventional titanium hydride on the foaming process developed in HAp-based bioceramics. The foaming intensity was studied considering the type and weight fraction of the foaming agents.

Selective references:
2. S. K. Swain - Processing of Porous Hydroxyapatite Scaffold, Thesis of Master of Technology In Ceramic Engineering, Department of Ceramic Engineering, National Institute of Technology, Rourkela, 2009

Acknowledgements: We hereby acknowledge the research project PNII-PT-PCCA-2013-4-2094, (Research of the bone substitution with biocomposite materials processed by Powder Metallurgy specific techniques, acronym BONY for the financial support.)